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Steam coupling with safety clamps EN
14423 (DIN 2826)

Raccordo vapore con semi-gusci EN
14423 (DIN 2826)
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Raccordo vapore con
semi-gusci EN 14423 (DIN
2826)
Steam coupling with safety
clamps EN 14423 (DIN
2826)
Applicazione:
principalmente per vapore saturo, utilizzato anche per
passaggio di acqua calda.
Il raccordo è assemblato con semi-gusci.

Standard: 
portagomma in accordo a EN 14423 (DIN 2826). 

P.E. massima:
18 bar (270 psi).

Temperatura massima:
+210°C.

Application:
mainly for saturated steam, used also to convey hot water.
The fitting is assemblied with safety clamps.  

Standard:
hose shank according to EN 14423 (DIN 2826). 

Max W.P.: 
18 bar (270 psi).

Max Temperature:
+210°C (+410°F).

Materiali Materials
Raccordo:
acciaio inox AISI 316.

Semi-guscio:
acciaio inox AISI 316.

Fitting: 
stainless steel AISI 316.

Safety clamp: 
stainless steel AISI 316.

DN
Da 20 a 25

From 20 to 25

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Raccordo vapore con semi-gusci EN 14423 (DIN 2826) Steam coupling with safety clamps EN 14423 (DIN 2826)

Raccordo con filettatura maschio ANSI/ASME B 1.20.1 (NPT) - acciaio inox AISI 316

Fitting with male thread ANSI/ASME B 1.20.1 (NPT) - stainless steel AISI 316

Codice
Code DN ANSI/ASME B 1.20.1 (NPT) per tubo d.i. (mm)

for hose i.d. (mm)

2242893 20 3/4 19

2242613 25 1 25

Raccordo con filettatura femmina EN ISO 228-1 (BSP) - acciaio inox AISI 316

Fitting with female thread EN ISO 228-1 (BSP) - stainless steel AISI 316

Codice
Code DN EN ISO 228-1 (BSP) per tubo d.i. (mm)

for hose i.d. (mm)

2242885 20 G 3/4 19

2242621 25 G 1 25 
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Raccordo vapore con semi-gusci EN 14423 (DIN 2826) Steam coupling with safety clamps EN 14423 (DIN 2826)

Semi-gusci EN 14423 (DIN 2826) - acciaio inox AISI 316

Safety clamps EN 14423 (DIN 2826) - stainless steel AISI 316

Codice
Code DN A (mm) B (mm) per tubo d.e. (mm)

for hose o.d. (mm)
Note
Notes

2228980 20 65 68 19x7 32 - 34

2236460 25 65 77 25x7,5 39 - 41

Prodotti derivati da fusione.
Forniti completi di viti di fissaggio. 

Production method: casting.
Supplied with fixing screws.

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


