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Clampe EasyShell
EasyShell clamps
Applicazione: 
per impieghi nell'industria alimentare e altri settori industriali. 
Sistema di raccordatura brevettato, veloce e funzionale. Le
due clampe consentono di fissare in modo sicuro i raccordi e
sono una valida alternativa ai semi-gusci EN 14420-3 (DIN
2817). 
Le clampe garantiscono una perfetta connessione con i tubi
IVG della linea Easy. 

P.E. massima: 
10 bar (150 psi). 

Temperatura massima:  
+90°C.

Application: 
used in the food industry and other industrial sectors. 
Patented, quick and functional clamp system. The two clamps
form a safe fitting system for end couplings and are a good
alternative to the clamps EN 14420-3 (DIN 2817). 
The clamps are designed to ensure a perfect fit with specific
IVG Easy corrugated hoses. 

Max W.P.: 
10 bar (150 psi). 

Max Temperature: 
+90°C (+194°F). 

Materiale Material
Raccordo: 
poliammide rossa.

Fitting: 
red polyamide.

DN
Da 25 a 100

From 25 to 100

Link Video
https://youtu.be/fxVNZZZoddY

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Clampe EasyShell EasyShell clamps
Clampe EasyShell - poliammide

EasyShell clamps - polyamide

Codice
Code DN A (mm) B (mm)

2225956 25 51 57

2225948 32 50 72

2225930 38 50 81

2228564 40 50 83

2225506 50 57 97

2235137 60 60 108

2225913 63,5 67 110

2225921 75 69 130

2226790 80 74 136

2227487 100 120,5 160

Production method: injection molding.
Supplied with assembly kit (bolts, nuts and hex wrench).
Assembly instructions are available on request.

Prodotti derivati da stampaggio ad iniezione.
Forniti con kit di assemblaggio (bulloneria e chiave esagonale). 
Su richiesta disponibili istruzioni di montaggio.

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


