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Camlock EN 14420-7 (DIN
2828)
Applicazione:
per fluidi di diversa natura, a eccezione di gas liquido, vapore
e aria compressa. Generalmente applicato con semi-gusci EN
14420-3 (DIN 2817).
E' intercambiabile con il Camlock in accordo allo standard
A-A-59326 (Mil-C-27487).

Standard:
EN 14420-7 (DIN 2828), portagomma secondo EN 14420-2.

P.E. massima:
16 bar (240 psi).

Temperatura massima:
+65°C.

Application:
for different fluids, except liquid gas, steam and compressed
air. Often fitted with safety clamps EN 14420-3 (DIN 2817).
Interchangeable with Camlock according to A-A-59326
(Mil-C-27487).

Standard:
EN 14420-7 (DIN 2828), hose shank according to EN
14420-2.

Max W.P.:
16 bar (240 psi).

Max Temperature:
+65°C (+149°F).

Materiali Materials
Raccordo:
ottone, acciaio inox AISI 316.

Guarnizione:
Viton®, NBR.

Fitting:
brass, stainless steel AISI 316.

Gasket:
Viton®, NBR.

DN
Da 20 a 100

From 20 to 100

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Camlock EN 14420-7 (DIN 2828)
Raccordo tipo E con portagomma - acciaio inox AISI 316

Fitting type E with hose shank - stainless steel AISI 316

Codice
Code DN A (mm) per tubo d.i. (mm)

for hose i.d. (mm)

3000928 20 32,1 19

3000929 25 36,7 25

3000930 32 45,5 32

3000931 40 53,4 38

3000932 50 63 50

3000933 65 75,8 63

3000934 80 91,5 75

3000935 100 119,5 100

Raccordo tipo E con portagomma - ottone

Fitting type E with hose shank - brass

Codice
Code DN A (mm) per tubo d.i. (mm)

for hose i.d. (mm)

3000944 20 32,1 19

3000945 25 36,7 25

3000946 32 45,5 32

3000947 40 53,4 38

3000948 50 63 50

3000949 65 75,8 63

3000950 80 91,5 75

3000951 100 119,5 100
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Camlock EN 14420-7 (DIN 2828)
Raccordo tipo C con portagomma - acciaio inox AISI 316

Fitting type C with hose shank - stainless steel AISI 316

Codice
Code DN A (mm) per tubo d.i. (mm)

for hose i.d. (mm)

3000920 20 32,4 19

3000921 25 37,3 25

3000922 32 46 32

3000923 40 54 38

3000924 50 63,8 50

3000925 65 76,5 63

3000926 80 92,2 75

3000927 100 120,3 100
Supplied with NBR gasket. 

Fornito con guarnizione in NBR.

Raccordo tipo C con portagomma - ottone

Fitting type C with hose shank - brass

Codice
Code DN A (mm) per tubo d.i. (mm)

for hose i.d. (mm)

3000936 20 32,4 19

3000937 25 37,3 25

3000938 32 46 32

3000939 40 54 38

3000940 50 63,8 50

3000941 65 76,5 63

3000942 80 92,2 75

3000943 100 120,3 100
Supplied with NBR gasket. 

Fornito con guarnizione in NBR.
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Camlock EN 14420-7 (DIN 2828)
Guarnizione - Viton®

Gasket - Viton®

Codice
Code DN

4702212 20

4702220 25

4702239 32

4702247 40

2205122 50

4702263 65

4702271 80

4702280 100

Guarnizione - NBR

Gasket - NBR

Codice
Code DN

4700899 20

4700910 25

4700929 32

4700937 40

4700864 50

4700945 65

4700872 80

4700686 100

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


