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Rapid

Applicazione:
per acqua e aria compressa. Non idoneo per vapore.

P.E. massima:
10 bar (150 psi).

Temperatura massima:
+60°C.

Application:
for water and compressed air. Not suitable for steam.

Max W.P.:
10 bar (150 psi).

Max Temperature:
+60°C (+140°F).
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Materiali Materials

Raccordo:
ghisa.

Guarnizione:
NBR.

Fitting:
cast iron.

Gasket:
NBR.

DN
Da6a32

From 6 to 32



https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html

Raccordo con portagomma e collarino - ghisa
Fitting with serrated hose shank - cast iron

=

Fornito con guarnizione in NBR.
Supplied with NBR gasket.

Raccordo con portagomma senza collarino - ghisa
Fitting with hose shank - cast iron
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Fornito con guarnizione in NBR.
Supplied with NBR gasket.

Raccordo con filettatura maschio EN 10226-1 (BSPT) - ghisa

Fitting with male thread EN 10226-1 (BSPT) - cast iron
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EN 10226-1 (BSPT)
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Fornito con guarnizione in NBR.
Supplied with NBR gasket.
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Codice
Code

3000016

3000017

3000018

3000019

Codice
Code

2204673

2204720

2204738

2204746

Codice
Code

3000020

3000021

3000022

3000023

3000024

3000025

DN A (mm)
1/2 42
5/8 42
3/4 42
1 42

DN A (mm)
3/8 42
1/2 42
3/4 42
1 42

DN A (mm)
1/4 42
3/8 42
1/2 42
3/4 42
1 42
11/4 42

per tubo d.i. (mm)
for hose i.d. (mm)

13

16

19

25

per tubo d.i. (mm)
for hose i.d. (mm)

10
13
19

25

EN 10226-1 (BSPT)

R 1/4

R 3/8

R 1/2

R 3/4

R1



Rapid
Raccordo con filettatura femmina EN 1SO 228-1 (BSP) - ghisa
Fitting with female thread EN ISO 228-1 (BSP) - cast iron

A

Codice
Code DN A (mm) ENISO 228-1 (BSP)

3000026 1/4 42 G 1/4
3000027 3/8 42 G 3/8
3000028 1/2 42 G 1/2
4EN 1S0 226-1 (BSP) 3000029 3/4 42 G 3/4
3000030 1 42 Gl
Fornito con guarnizione in NBR.
. . 3000031 11/4 42 G11/4
Supplied with NBR gasket.
Tappo - ghisa
Cap - castiron
Codice Note
Code A (mm) Notes
3000032 42 Idoneo per tutti i DN

Suitable for all DN

Fornito con guarnizione in NBR.

Supplied with NBR gasket.

Morsetto stringitubo con griffe - ghisa

Two-bolt hose clamp with gripping fingers - cast iron

Codice per tubo d.i. (mm) per tubo d.e. (mm)
Code for hosei.d. (mm) for hose 0.d. (mm)
3000033 13 22-29
3000034 19 28-33
3000035 25 35-42
4711580 28 42-45
4711688 35 55-60
4700392 42 53-68
4711653 50 60-73
4700414 65 75-88
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Rapid
Morsetto stringitubo senza griffe - ghisa
Two-bolt hose clamp without gripping fingers - cast iron

Guarnizione - NBR
Gasket - NBR

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve

Codice
Code

3000688

3000689

3000690

4700112

4700341

4700350

4700368

4700325

4700333

per tubo d.i. (mm)
for hose i.d. (mm)

13
19
25
32
38
50
63
75

89

Codice

Code

3000036

per tubo d.e. (mm)
for hose o.d. (mm)

20-29

28-34

32-40

39-49

48-60

60-76

77-94
94-115

115-145

Note
Notes

Idonea per tutti i DN
Suitable for all DN

the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of

the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.
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