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Flange o
Flanges

Applicazione:

per prodotti diversi.

Le flange permettono un accoppiamento non permanente
mediante bulloni o tiranti. Sono classificate sulla base delle
esigenze di utilizzo, della superficie di tenuta (piane, gradino)
oppure secondo il sistema di fissaggio al raccordo (da saldare
a sovrapposizione, da saldare di testa, mobile con anello .
d’'appoggio, filettate).

Standard:
EN 1092-1
ASME B16.5.

P.E. massima:
varia in funzione del materiale e della temperatura (si veda
standard).

Temperatura massima:
dipende dal materiale (si veda standard).

Application:

for different products.

Flanges allow a hon-permanent coupling by means of bolts or
tie-rods. They are classified according to requirements of use,
sealing surface (flat, step) or according to the fastening
system to the fitting (slip-on, welding neck, lap-joint/swivel,
threaded).

Standard:
EN 1092-1
ASME B16.5.

Max W.P.:
depending on material and temperature (see the standard).

Max Temperature:
depending on material (see the standard).
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Materiali Materials

Flangia:
acciaio al carbonio e acciaio inox AISI 316.

Flange:
carbon steel and stainless steel AlISI 316.

DN
Dal/2al2

From 1/2 to 12



https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html

Flange Flanges

Flangia EN 1092-1/01 PN 6 (piana) - acciaio al carbonio
Flange EN 1092-1/01 PN 6 (plate) - carbon steel

Codice
Code

4406346
4406354

4401867

4401913

4401921

4405007

4405544

4408007

4410007

4412507

4406370

4420007

4425007

4430007
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DN

15

20

25

32

40

50

65

80

100

125

150

200

250

300

A (mm)
80
90
100
120
130
140
160
190
210
240
265
320
375

440

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

55

65

75

90

100

110

130

150

170

200

225

280

335

395

4

11

11

11

14

14

14

14

18

18

18

18

18

18

22

22

27,5

34,5

43,5

49,5

77,5

90,5

116

141,5

170,5

221,5

276,5

327,5

12

14

14

16

16

16

16

18

18

20

20

22

24

24




Flange Flanges

Flangia EN 1092-1/01 PN 6 (piana) - acciaio inox AlSI 316
Flange EN 1092-1/01 PN 6 (plate) - stainless steel AlSI 316

Codice
Code

4406399

4406397

4406400

4406419

4406362

4400534

4406265

4406427

4401590

4406435

4406443

4406451

4403673

4406460
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DN

15

20

25

32

40

50

65

80

100

125

150

200

250

300

A (mm)
80
90
100
120
130
140
160
190
210
240
265
320
375

440

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

55

65

75

90

100

110

130

150

170

200

225

280

335

395

4

11

11

11

14

14

14

14

18

18

18

18

18

18

22

22

27,5

34,5

43,5

49,5

77,5

90,5

116

141,5

170,5

221,5

276,5

327,5

12

14

14

16

16

16

16

18

18

20

20

22

24

24




Flange Flanges

Flangia EN 1092-1/01 PN 10 (piana) - acciaio al carbonio
Flange EN 1092-1/01 PN 10 (plate) - carbon steel

o ng&%e DN A (mm) B (mm) goﬁ?“ C(mm) D (mm) E(mm)
4405706 15 95 65 4 14 22 14
4402003 20 105 75 4 14 27,5 16
4402503 25 115 85 4 14 34,5 16
4403203 32 140 100 4 18 43,5 18
4404003 40 150 110 4 18 49,5 18
4405003 50 165 125 4 18 61,5 20
4406503 65 185 145 8 18 77,5 20
4408002 80 200 160 8 18 90,5 20
4410003 100 220 180 8 18 116 22
4412503 125 250 210 8 18 1415 22
4415003 150 285 240 8 22 170,5 24
4420001 200 340 295 8 22 221,5 24
4425001 250 395 350 12 22 276,5 26
4430001 300 445 400 12 22 327,5 26
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Flange Flanges

Flangia EN 1092-1/01 PN 10 (piana) - acciaio inox AISI 316
Flange EN 1092-1/01 PN 10 (plate) - stainless steel AISI 316

o ng&%e DN A (mm) B (mm) goﬁ?“ C(mm) D (mm) E(mm)
4403339 15 95 65 4 14 22 14
4405935 20 105 75 4 14 27,5 16
4402618 25 115 85 4 14 34,5 16
4403045 32 140 100 4 18 43,5 18
4404017 40 150 110 4 18 49,5 18
4405017 50 165 125 4 18 61,5 20
4406517 65 185 145 8 18 77,5 20
4408017 80 200 160 8 18 90,5 20
4410019 100 220 180 8 18 116 22
4412519 125 250 210 8 18 1415 22
4415019 150 285 240 8 22 170,5 24
4420017 200 340 295 8 22 221,5 24
4400615 250 395 350 12 22 276,5 26
4430017 300 445 400 12 22 327,5 26
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Flange Flanges

Flangia EN 1092-1/01 PN 16 (piana) - acciaio al carbonio
Flange EN 1092-1/01 PN 16 (plate) - carbon steel

Codice
1 Code

f 4405706

4402003

4402503

4403203

4404003

4405003

4406503

4408002

4410003

4412503

4415003

4420002

4425002

4430002
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DN

15

20

25

32

40

50

65

80

100

125

150

200

250

300

A (mm)
95
105
115
140
150
165
185
200
220
250
285
340
405

460

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

65

75

85

100

110

125

145

160

180

210

240

295

355

410

4

12

12

12

14

14

14

18

18

18

18

18

18

18

22

22

26

26

22

27,5

34,5

43,5

49,5

77,5

90,5

116

141,5

170,5

221,5

276,5

327,5

14

16

16

18

18

20

20

20

22

22

24

26

29

32




Flange Flanges

Flangia EN 1092-1/01 PN 16 (piana) - acciaio inox AISI 316
Flange EN 1092-1/01 PN 16 (plate) - stainless steel AISI 316

Codice
Code

4403339

4405935

4402618

4403045

4404017

4405017

4406517

4408017

4410019

4412519

4415019

4420019

4400607

4400674
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DN

15

20

25

32

40

50

65

80

100

125

150

200

250

300

A (mm)
95
105
115
140
150
165
185
200
220
250
285
340
405

460

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

65

75

85

100

110

125

145

160

180

210

240

295

355

410

4

12

12

12

14

14

14

18

18

18

18

18

18

18

22

22

26

26

22

27,5

34,5

43,5

49,5

77,5

90,5

116

141,5

170,5

221,5

276,5

327,5

14

16

16

18

18

20

20

20

22

22

24

26

29

32




Flange Flanges

Flangia EN 1092-1/01 PN 25 (piana) - acciaio al carbonio
Flange EN 1092-1/01 PN 25 (plate) - carbon steel

Codice
Code

4405706
4402880

4402503

4403203

4404003

4405003

4400984

4408008

4410208

4412508

4415008

4400160

4400992

4406281
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DN

15

20

25

32

40

50

65

80

100

125

150

200

250

300

A (mm)
95
105
115
140
150
165
185
200
235
270
300
360
425

485

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

65

75

85

100

110

125

145

160

190

220

250

310

370

430

4

12

12

16

14

14

14

18

18

18

18

18

22

26

26

26

30

30

22

27,5

34,5

43,5

49,5

77,5

90,5

116

141,5

170,5

221,5

276,5

327,5

14

16

16

18

18

20

22

24

26

28

30

32

35

38




Flange Flanges

Flangia EN 1092-1/01 PN 25 (piana) - acciaio inox AISI 316
Flange EN 1092-1/01 PN 25 (plate) - stainless steel AISI 316

Codice
Code

4403339

4405935

4402618

4403541

4404017

4405017

4406265

4402812

4401662

4400011

4405854

4404645

4404688

4406290
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DN

15

20

25

32

40

50

65

80

100

125

150

200

250

300

A (mm)
95
105
115
140
150
165
160
200
235
270
300
360
425

485

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

65

75

85

100

110

125

130

160

190

220

250

310

370

430

4

12

12

16

14

14

14

18

18

18

14

18

22

26

26

26

30

30

22

27,5

34,5

43,5

49,5

77,5

90,5

116

141,5

170,5

221,5

276,5

327,5

14

16

16

18

18

20

16

24

26

28

30

32

35

38




Flange Flanges

Flangia EN 1092-1/01 PN 40 (piana) - acciaio al carbonio
Flange EN 1092-1/01 PN 40 (plate) - carbon steel

7

o " ng(i’%e DN A (mm) B (mm) goﬁ?“ C(mm) D (mm) E(mm)

i 4405706 15 95 65 4 14 22 14
a el < 4402880 20 105 75 4 14 27,5 16
4402503 25 115 85 4 14 34,5 16

'
: 4403203 32 140 100 4 18 43,5 18
' 4404003 40 150 110 4 18 49,5 18
4405003 50 165 125 4 18 61,5 20
4400356 65 185 145 8 18 77,5 22
4408008 80 200 160 8 18 90,5 24
4410208 100 235 190 8 22 116 26
4412508 125 270 220 8 26 141,5 28
4415008 150 300 250 8 26 170,5 30

4400127 200 375 320 12 30 221,5 36

4401034 250 450 385 12 33 276,5 42

44406303 300 515 450 16 33 327,5 52
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Flange Flanges

Flangia EN 1092-1/01 PN 40 (piana) - acciaio inox AISI 316
Flange EN 1092-1/01 PN 40 (plate) - stainless steel AISI 316

o ng&%e DN A (mm) B (mm) goﬁ?“ C(mm) D (mm) E(mm)
4403339 15 95 65 4 14 22 14
4405935 20 105 75 4 14 27,5 16
4402618 25 115 85 4 14 34,5 16
4403541 32 140 100 4 18 43,5 18
4404017 40 150 110 4 18 49,5 18
4405017 50 165 125 4 18 61,5 20
4406273 65 185 145 8 18 77,5 22
4402812 80 200 160 8 18 90,5 24
4401662 100 235 190 8 22 116 26
4400011 125 270 220 8 26 141,5 28
4405854 150 300 250 8 26 170,5 30

4404300 200 375 320 12 30 221,5 36

4406320 250 450 385 12 33 276,5 42

4406311 300 515 450 16 33 327,5 52
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Flange Flanges

Flangia ASME B16.5 Classe 150 (da saldare a sovrapposizione) - acciaio al carbonio

Flange ASME B16.5 Class 150 (slip-on welding) - carbon steel

" Codice
/. L | 9 i Code
s I -

4401304

E v
: e 4400496
|I 1
| ,y 4402504
%

%\' ’ 4403204

- (]

4403804
4405104
4406504
4407604
4410204
4412704
4415204
4420304
4425404

4430504
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DN A (mm)
1/2 88,9
3/4 98,4
1 107,9
11/4 1175
11/2 127
2 152,4
2172 1778
3 190,5
4 228,6
5 254
6 279,4
8 3429
10 406,4
12 482,6

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

60,3

69,8

79,4

88,9

98,4

120,6

139,7

152,4

190,5

215,9

241,3

298,4

361,9

431,8

4

15,9

15,9

15,9

15,9

15,9

19

19

19

19

22,2

22,2

22,2

25,4

25,4

22,3

27,7

34,5

43,2

49,5

62

74,7

90,7

116,1

143,8

170,7

221,5

276,3

327,1

ALl l,

12,7

14,3

15,9

17,5

19

22,2

23,8

23,8

23,8

25,4

28,6

30,2

31,7




Flange Flanges

Flangia ASME B16.5 Classe 150 (da saldare a sovrapposizione) - acciaio inox AlSI 316

Flange ASME B16.5 Class 150 (slip-on welding) - stainless steel AlSI 316

Codice

P L | “ H Code DN

(WA
“'-:?‘\ y

0

I 4406257  1/2

4406338  3/4

4402521 1

4402979 11/4

4403821 11/2

4405021 2

4406521 21/2

4407521 3
4410021 4
4412521 5
4415021 6
4420021 8
4425021 10
4405676 12
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A (mm)
88,9
98,4
107,9
117,5
127
152,4
177,8
190,5
228,6
254
279,4
3429
406,4

520,7

N Fori

B (mm) goifn € (mm) D(mm) E(mm)

60,3

69,8

79,4

88,9

98,4

120,6

139,7

152,4

190,5

215,9

241,3

298,4

361,9

450,8

4

15,9

15,9

15,9

15,9

15,9

19

19

19

19

22,2

22,2

22,2

25,4

31,7

22,3

27,7

34,5

43,2

49,5

62

74,7

90,7

116,1

143,8

170,7

221,5

276,3

327,1

ALl l,

12,7

14,3

15,9

17,5

19

22,2

23,8

23,8

23,8

25,4

28,6

30,2

50,8




Flange Flanges

Flangia ASME B16.5 classe 300 (da saldare a sovrapposizione) - acciaio al carbonio
Flange ASME B16.5 class 300 (slip-on welding) - carbon steel

¥ Codice N Fori

/. [ ] 9 1 . Code DN A(mm) B(mm) go ¢y C(mm) D(mm) E(mm)

i ' A ¥ 4401305 1/2 95,2 66,7 4 15,9 22,3 14,3

: w " o 4401972 34 1175 825 4 19 277 159

lll"\:\ K ,’ 4402505 1 123,8 88,9 4 19 34,5 17,5
i '

K\' __' , 4401980 11/4 133,33 98,4 4 19 43,2 19

' 4403805 11/2 155,6 114,3 4 22 49,5 20,6

4405105 2 165,1 127 8 19 62 22,2

4406494 21/2 190,5 149,2 8 22,2 74,7 25,4

4407605 3 209,5 168,3 8 22,2 90,7 28,6

4410205 4 254 200 8 22,2 116,1 31,7

4412705 5 279,4 234,9 8 22,2 143,8 34,9

4415205 6 3175 269,9 12 22,2 170,7 36,5

4420305 8 381 330,2 12 25,4 221,5 41,4

4425405 10 4445 387,3 16 28,6 276,3 47,6

4430505 12 520,7 450,8 16 31,7 327,1 50,8
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Flange Flanges

Flangia ASME B16.5 classe 300 (da saldare a sovrapposizione) - acciaio inox AlSI 316
Flange ASME B16.5 class 300 (slip-on welding) - stainless steel AISI 316

/. - I ' codice  pN A(mm) B(mm) NACN C(mm) D(mm) E(mm)
/R ‘ ; 4406478 12 952 667 4 159 223 143

| w s oo 4405455 34 1175 825 4 19 217 159
ll"{\ K ,r 4402987 1 1238 889 4 19 345 175

% 1

\0 0 ' 4406486 114 1333 984 4 19 432 19

' 4403823 11/2 1556 114,3 4 22 49,5 20,6

4405023 2 1651 127 8 19 62 222

4406532 21/2 190,5 149,2 8 22,2 74,7 25,4

4401700 3 209,5 168,3 8 22,2 90,7 28,6

4410023 4 254 200 8 22,2 116,1 31,7

4406540 5 279,4 234,9 8 22,2 143,8 34,9

4403428 6 3175 269,9 12 22,2 170,7 36,5

4403746 8 381 330,2 12 25,4 221,5 41,4

4406559 10 4445 387,3 16 28,6 276,3 47,6

4405676 12 520,7 450,8 16 31,7 327,1 50,8

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.
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