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Steam coupling with clamp

Raccordo vapore con morsetto
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Raccordo vapore con
morsetto
Steam coupling with clamp
Applicazione:
principalmente per vapore, utilizzato anche per passaggio di
aria compressa e acqua.
Il raccordo è assemblato con morsetto.

P.E. massima:
18 bar (270 psi).

Temperatura massima:
+230°C.

Application:
mainly for steam, used also to convey compressed air and
water.
The fitting is assemblied with clamp.

Max W.P.:
18 bar (270 psi).

Max Temperature:
+230°C (+446°F).

Materiali Materials
Raccordo:
acciaio al carbonio.

Morsetto:
ghisa stampata.

Fitting:
carbon steel.

Clamp:
cast iron.

DN
Da 13 a 50

From 13 to 50

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Raccordo vapore con morsetto Steam coupling with clamp
Raccordo con filettatura femmina ANSI/ASME B 1.20.1 (NPT) - acciaio al carbonio

Fitting with female thread ANSI/ASME B 1.20.1 (NPT) - carbon steel

Codice
Code DN ANSI/ASME B 1.20.1 (NPT) per tubo d.i. (mm)

for hose i.d. (mm)

3000484 1/2 1/2 13

3000485 3/4 3/4 19

3000486 1 1 25

3000487 1 1/4 1 1/4 32

3000488 1 1/2 1 1/2 38

3000489 2 2 50

Raccordo con filettatura maschio ANSI/ASME B 1.20.1 (NPT) - acciaio al carbonio

Fitting with male thread ANSI/ASME B 1.20.1 (NPT) - carbon steel

Codice
Code DN ANSI/ASME B 1.20.1 (NPT) per tubo d.i. (mm)

for hose i.d. (mm)

3000490 1/2 1/2 13

3000491 3/4 3/4 19

3000492 1 1 25

3000493 1 1/4 1 1/4 32

3000494 1 1/2 1 1/2 38

3000495 2 2 50



WWW.IVGSPA.IT

Raccordo vapore con morsetto Steam coupling with clamp
Morsetto - ghisa stampata

Clamp - cast iron

Codice
Code DN per tubo d.i. (mm)

for hose i.d. (mm)
per tubo d.e. (mm)
for hose o.d. (mm)

3000496 1/2 13 24 - 27

3000497 3/4 19 30 - 33

3000498 1 25 33,5 - 40

3000499 1 1/4 32 45,5 - 53

3000500 1 1/2 38 51 - 56

3000501 2 50 63,5 - 70

3000502 2 1/2 65 78 - 89

3000503 3 75 89 - 95

3000504 4 100 117,5 - 127
Periodically check the fixing. 

Controllare periodicamente il serraggio. 

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


