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Semi-gusci EN 14420-3
(DIN 2817)
Safety clamps EN 14420-3
(DIN 2817)
Applicazione: 
per utilizzi diversi.
Da preferire la versione in acciaio inox nel settore chimico,
farmaceutico e alimentare. La versione in ottone per il
trasporto di carburanti, mentre la tipologia in alluminio per altri
impieghi industriali.
I semigusci consentono un assemblaggio rapido e veloce
direttamente nel luogo di utilizzo. Progettati per essere
utilizzati con il portagomma secondo EN 14420-2.

Standard:
EN 14420-3 (DIN 2817).

P.E. massima:
25 bar (375 psi).

Temperatura massima:
+65°C. 

Application: 
for different uses.
The stainless steel version is preferred in the chemical,
pharmaceutical and food sectors. The brass version for fuels,
while the aluminium type for other industrial uses. The safety
clamps allow quick and easy assembly directly at the place of
use. Designed for the hose shank according to EN 14420-2. 

Standard:
EN 14420-3 (DIN 2817).

Max W.P.:
25 bar (375 psi).

Max Temperature:
+65°C (+149°F). 

Materiali Materials
Semiguscio:
alluminio, ottone, acciaio inox AISI 316.

Safety clamp: 
aluminium, brass, stainless steel AISI 316.

DN
Da 20 a 100

From 20 to 100

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Semi-gusci EN 14420-3 (DIN 2817) Safety clamps EN 14420-3 (DIN 2817)
Semigusci EN 14420-3 - alluminio

Safety clamps EN 14420-3 - aluminium

Codice
Code DN A (mm) B (mm) per tubo d.e. (mm)

for hose o.d. (mm)
Note
Notes

3000596 20 49 63 19x6 30 - 33

3000597 25 49 69 25x6 36 - 39

3000598 32 49 76 32x6 43 - 46

3000599 40 49 83 38x6,5 50 - 53

3000600 50 55 102 50x8 63 - 67

3000601 65 73 120 63x8 78 - 82

3000602 80 75 132 75x8 89 - 93

3000603 80 75 137 75x10 94 - 97

3000604 100 119 166 100x8 114 - 119

Production method: casting.
Safety clamp K bolted.
Supplied with fixing screws.

Prodotti derivati da fusione. 
Semiguscio k imbullonato.
Forniti completi di viti di fissaggio. 

Semi-gusci EN 14420-3 - ottone

Safety clamps EN 14420-3 - brass

Codice
Code DN A (mm) B (mm) per tubo d.e. (mm)

for hose o.d. (mm)
Note
Notes

3000606 20 49 63 19x6 30 - 33

3000607 25 49 69 25x6 36 - 39

3000608 32 49 76 32x6 43 - 46

3000609 40 49 83 38x6,5 50 - 53

3000610 50 55 102 50x8 63 - 67

3000611 65 73 120 63x8 78 - 82

3000612 80 75 132 75x8 89 - 93

3000613 80 75 137 75x10 94 - 97

3000614 100 119 166 100x8 114 - 119

Production method: casting.
Safety clamp K bolted.
Supplied with fixing screws.

Prodotti derivati da fusione. 
Semiguscio k imbullonato.
Forniti completi di viti di fissaggio. 
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Semi-gusci EN 14420-3 (DIN 2817) Safety clamps EN 14420-3 (DIN 2817)
Semi-gusci EN 14420-3 - acciaio inox AISI 316

Safety clamps EN 14420-3 - stainless steel AISI 316

Codice
Code DN A (mm) B (mm) per tubo d.e. (mm)

for hose o.d. (mm)
Note
Notes

3000616 20 49 63 19x6 30 - 33

3000617 25 49 69 25x6 36 - 39

3000618 32 49 76 32x6 43 - 46

3000619 40 49 83 38x6,5 50 - 52

3000620 50 55 102 50x8 63 - 67

3000918 65 73 120 63x8 78 - 82

3000621 80 75 132 75x8 89 - 93

3000623 100 119 166 100x8 114 - 119

Production method: casting.
Safety clamp K bolted.
Supplied with fixing screws.

Prodotti derivati da fusione. 
Semiguscio k imbullonato.
Forniti completi di viti di fissaggio. 

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


