
I N D U S T R I A L  R U B B E R  H O S E

WWW.IVGSPA.IT

Fuel Italian Type coupling with locking
lever

Raccordo Carburante Tipo Italiano
con leva di bloccaggio
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Raccordo Carburante Tipo
Italiano con leva di
bloccaggio
Fuel Italian Type coupling
with locking lever
Applicazione: 
generalmente impiegato in operazioni di scarico di
idrocarburi. 
E' intercambiabile con il raccordo Carburante Tipo Italiano ma
non con il TW EN 14420-6.
Grazie alla leva di bloccaggio permette una connessione più
sicura.

P.E. massima:
6 bar (90 psi).

Temperatura massima:
+65°C. 

Application: 
often used in fuel discharge operations. 
It is interchangeable with the Fuel Italian Type coupling but
not with the TW EN 14420-6. 
The locking lever allows a secure connection.

Max. W.P.:
6 bar (90 psi).

Max Temperature:
+65°C (+149°F).

Materiali Materials
Raccordo: 
ottone. 

Guarnizione: 
NBR.

Fitting: 
brass. 

Gasket: 
NBR. 

DN
80

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Raccordo Carburante Tipo Italiano con leva di bloccaggio Fuel Italian Type coupling with locking lever

Raccordo rapido femmina con leva di bloccaggio e portagomma - ottone

Quick female fitting with locking lever and hose shank - brass

Codice
Code DN A (mm) per tubo d.i. (mm)

for hose i.d. (mm)

2247569 3R 80 101 80

Fornito con guarnizione in NBR.

Supplied with NBR gasket.

Raccordo rapido femmina con leva di bloccaggio e filettatura femmina EN ISO 228-1 (BSP) - ottone

Quick female fitting with locking lever and female thread EN ISO 228-1 (BSP) - brass

Codice
Code DN A (mm) EN ISO 228-1 (BSP)

2251175 3R 80 101 G 3

Fornito con guarnizioni in NBR.

Supplied with NBR gasket.

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


